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OILLESS AIR COMPRESSOR
ELITE SERIES

THE AIR IS DRIED BEFORE THE TANK TO
PREVENT BACTERIA BUILD UP IN THE TANK

ALL MODELS HAVE DESICCANT AIR 
DRYING SYSTEMS

ENERGY EFFICIENT MOTORS REDUCE THE
NEED FOR COSTLY BOOST TRANSFORMERS

COMPRESSORS ARE AVAILABLE IN SINGLE, 
DUAL, OR TRIPLE HEAD CONFIGURATIONS

TEFLON COATED PISTONS AND SLEEVES ENSURE 
LONG LIFE OF THE COMPRESSOR HEADS

AIR INTAKE FILTERS TRAP DIRT, DUST AND  
AIR BORN POLLUTANTS

ENERGY EFFICIENT THERMALLY PROTECTED 
MOTORS

MOISTURE INDICATORS STANDARD ON ALL
MODELS



FDA
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TECH WEST INC.
Manufacturers of Dental Vacuum

and Air Systems

Our Elite Series Oilless Air

Compressor system provides the

advantages of proven technology,

durable construction, quiet

operation and oil-free performance

ELITE SERIES
OILLESS AIR COMPRESSOR

ELITE SERIES OILLESS AIR COMPRESSOR SERIES

Exceeds NFPA 99C Guidelines

FEATURES BENEFITS

Electrical motor with capacitor start  Faster starting and lower running amps
and run windings. saves electricity.

Motor will start under full compressor Compressors can be installed where
load with a voltage range of 208/248. others would need a buck/boost

transformer saving hundreds of dollars.

One handle dryer shutdown. Quick shutdown and ability to continue
working until a service call can be made.

Moisture indicators on the Early indication of moisture in the air
outlet air line. before any condensation occurs.

Integrated carrying handles on Makes for easy moving
the tank. and installation.

Powder coated tank and Rust resistant, longer life on tank 
platform. and platform.

The Elite Series Oilless Compressors carry a full
5 year or 3500hr warranty on oilless heads.

All other components carry a 2 year warranty

Revised 3/23

ACO2S2 2-3 YES NO 1 1.5 5.5 10 208/230 8 20 70 180 30 28 20.5 225

ESCD-100S    QUITE COVER:  OPTIONAL FOR THE ACO2S2 68 50 32 28 20.5 50

ACO4D2 5-7 YES NO 2 3 11 20 208/230 16 20 72 248 34 38 22 298

ACO6T2 8-10 YES NO 3 4.5 16.5 30 208/230 25.5 40 74 320 36 46 25 368 

ESCD-100    QUITE COVER:  OPTIONAL FOR THE ACO4D2 68 50 38 29 22 50
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